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To:  ☒ LMP3 ☒ LMP3 Pro/Am ☒ GT3  

 
Decision: MLMC_2026_D11_RTLM_All_Sporting_Clarifications 
 
Date: 05/06/2026 
 
Subject: Sporting clarifications for Road To Le Mans 
 

APPLICABLE REGULATION(S) 
 

☒ 2026 Road To Le Mans Supplementary Regulations 

 
DECISION 
 

This document cancels and replaces the following Committee decision(s): #D10. 
Clarifications carried over from the above-mentioned decisions are highlighted in yellow. 

Further clarifications brought by this decision are highlighted in green. 
 
 

ARTICLE 6.3.1 – DATA RECORDER 
 
6.3.1 Data recorder 
 
All cars must be equipped with the data recorder homologated by the ACO. It must be installed and successfully tested 
before the car reports for scrutineering. For each car, the supplier of the data recorder must provide a document certifying 
that the system, installed in accordance with the diagram in the homologation form, has been successfully tested in the car. 
 
Each Competitor must make sure: 

- That his system works correctly throughout the Competition: 
- That the USB-Stick is delivered to the Technical Delegate at the end of each practice session, after each race and 

after each mandatory pit stop during each race, no later than 25 15 minutes after the car enters the pit lane; 
- Due to the duration of the race, a minimum of three USB sticks per car is required  
- That the USB-sticks are collected again in time after the sessions, no later than 1 hour they are delivered. 

 
At all times when a car is moving in the fast lane or on the track, it must carry a multifrequency transponder of the "Le Mans" 
type (allowing the identification of the drivers) supplied by the official timekeepers and in perfect working order. Each Com-
petitor is responsible himself for obtaining this transponder, at his own expense, and for the correct installation and func-
tioning thereof. This transponder must be installed in strict compliance with the relevant instructions. 
 
Any transponder change must be declared to the Timekeeping at least 15 minutes before the start of a session. 
It is the Competitor’s responsibility to ensure at all times that the driver’s name shown on the timing screens is the name of 
the driver who is inside the car. If the name displayed on the timing monitors is not that of the driver who is inside the car, 
the team manager must inform Timekeeping and Race Control immediately. 
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ARTICLE 6.5.4 – ROAD TO LE MANS SPECIFICITIES 
 
6.5.4 Road To Le Mans Specificities  
 
Tyre allocation is free for the Competition. 

- From the start of a Competition, all dry- weather tyres used introduced for the first time must be new. 
- During reconnaissance lap(s), the tyres used can be either dry-weather tyres or wet-weather tyres. 
- From the start of the race, or the formation lap, any dry-weather tyres used must be new. 

 
The number of wet-weather tyres usable during a Competition is not limited. 
Their use is only permitted during practice and the race if the track has been officially declared wet by the Clerk of the 
Course or the Race Director. 
 
 

ARTICLE 7.5.1 – PIT LANE PENALTIES 
 
7.5.1 Pit lane penalties 
 
Penalties that have to be served in the pit lane can only be done so after they have been displayed on the Monitors.  
Unless the car was already in the pit entry road when the neutralisation was declared, pit lane penalties cannot be served 
in the following situations:  

- if the Safety Car procedure is deployed.  
- if the track is under FCY if the FCY procedure is announced or deployed.  
- If a slow zone adjacent to the pit entry and / or pit exit is announced or deployed;  
- If a Red Flag is deployed.  

 
The number of laps covered by the neutralisation will be added to the number of times the car may cross the Line on track, 
after the driver has been notified on the Monitors.  
In case of a Safety Car, a pit lane penalty may only be served from the lap following the end of the neutralisation, unless 
the track is neutralised again.  
 
 

ARTICLE 12.4.2 – PIT STOP REFERENCE TIME – GENERAL CASE 
 
12.4.2 Pit stop reference time – general case 
 
Definition of the Pit Stop Reference Time:  
The Pit Stop Reference Time refers to the minimum mandatory duration that a Competitor must comply with during any pit 
stop once it includes at least one of the following operations; driver change, refuelling or tyre change. 
 
This duration only applies once by pit stop, independently of the number of operations performed.  
 
Scope of Application:  

- Such pit stops must be carried out in front of the garage or within the designated area assigned to the Competitor, 
under the sole responsibility of the Competitor.  

- At least three pit stops respecting the Pit Stop Reference Time must be completed before 2 hours 39 minutes and 
59.999 seconds have elapsed from the start of the race. To this end, the car must cross the pit entry loop no later 
than 2 h 39 min 59.999 s of the race.  

 
Exclusions:  

- The Pit Stop Reference Time does not apply to pit stops conducted in the designated working area for the purpose 
of serving a Stop & Go penalty.  

- The Pit Stop Reference Time does not apply to pit stops conducted only to replace a damage tyre. 
- The Pit Stop Reference Time does not apply to emergency pit stop as defined in articles 14.4.4, and 14.5.2. 
- Unless otherwise instructed by the Competition officials, the Pit Stop Reference Time is applicable solely during 

the race.  
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Calculation of the Pit Stop Reference Time:  
The Pit Stop Reference Time is determined based on the following:  

- The time required to traverse the pit lane at a speed of 50 km/h, measured from the pit lane entry loop to the pit 
lane exit loop;  

- The standard time required to perform a driver change, a tyre change, and refuelling.  
 
Notification:  
The Pit Stop Reference Time applicable to each Competition will be communicated in the official briefing notes.  
Shall the Competitor enter the pit lane to perform a pit stop not respecting the Pit Stop Reference Time, the Competitor 
must inform Race Control beforehand. 
 
 
 

PERIOD OF VALIDITY/APPLICATION OF THE DECISION 
   

This decision comes into effect: 

☒  with immediate application 

☐  from:  

 
And is applicable: 

☐  until further notice 

☒  for the above-mentioned Competition only 
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